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I. INTRODUCTION  

GENERAL 

Please make sure you completely read and understand the user’s manual before you attempt to 

operate your cart.  

Your cart is a state-of-the-art life-enhancement device designed to increase mobility on golf playing. We 

provide an extensive variety of products to best fit the individual needs of the cart user. Please be aware that 

the final selection and purchasing decision regarding the type of cart to be used is the responsibility of the cart 

user who is capable of making such a decision. 

 

The contents of this manual are based on the expectation that a golf device expert has properly fitted the cart to 

the user. 

 

Read and follow all instructions, warnings, and notes in this manual and all other accompanying literature 

before attempting to operate this product for the first time. In addition, your safety depends upon you using 

good judgement. 

 

If there is any information in this manual which you do not understand, or if you require additional assistance for 

setup or operation, please contact your authorized Tour Fit Buggy Provider. Failure to follow the 

instructions, warnings, and notes in this manual and those located on your Tour Fit Buggy product can 

result in personal injury or product damage and will void Tour Fit Buggy product warranty. 

 

PURCHASER’S AGREEMENT 

By accepting delivery of this product, you promise that you will not change, alter or modify this product or 

remove or render inoperable or unsafe any guards, shields, or other safety features of this product; fail, refuse 

or neglect to install any retrofit kits from time to time provided by Tour Fit Buggy to enhance or preserve the 

safe use of this product. 

 

There are certain situations, including some medical conditions, where the cart user will need to practice 

operating the cart in the presence of a trained attendant. A trained attendant can be defined as a family 

member or care professional specially trained in assisting a cart user in various daily living activities. 

As you begin using your cart during daily activities, you will probably encounter situations in which you will need 

some practice. Simply take your time and you will soon be in full and confident control as you maneuver 

through course, up and down ramps, and over moderate terrain. 

 

MODIFICATIONS 

Our engineers have designed your cart to provide maximum mobility and utility. A wide range of accessories is 
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available to further customize your cart to better suit your needs and/or preferences. However, under no 

circumstances should you modify, add, remove, or disable any feature, part, or function of your cart. 

 

WARNING! Do not modify your cart in any way without authorized provider. 

Unauthorized modification may result in personal injury or damage to your cart. This 

also voids your warranty.  

 

WARNING! DO NOT try to lift or move your cart by any of the removable parts. 

Personal injury or damage to your cart may occur.  

 

For any additional information or inquiry please contact us  

Dunlop Trading Ltd 

Unit 1-D 2-4 Balloo Avenue Bangor, Co Down, BT20 3PY 

Tel: 0291310041 

Email: team@dunloptrading.com 

Note: Please give this manual book, warranty card and invoice to the customer when you sell this product as 

second hand. 

 

 

  

mailto:team@dunloptrading.com
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II. SAFETY 

Safety Guide 

Please be sure to read and understand these signs well. It is important for your safety 

Warning ！Shows potentially danger, if not operated required, may cause personal injury, and 

also damage important parts of the product. 

Forbidden Indicates operation is forbidden These operation should not be done at any-time 

and anywhere, or it may cause personal injury, and also damage important parts of the 

product. 

Suggestion In order to maintain peak performance of the vehicle please comply with the 

guide. This can improve the driving safety and products lifetime.  

 

Manufacture 

 

Production date 

 

BF Model Using Parts           

 

Recycling logo. 
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Don’t put into trash bin, requires professional recycling  

 

Do not use a cell phone, walkie/talkie, laptop, or other radio transmitter while operating. 

 

Read and follow the information in the owner’s manual. 

 

Maximum weight capacity. 

Unlocked and in free-wheel mode. 

Locked and in drive mode. 

Front-to-rear plug orientation. 

 

Do not remove anti-tip wheels. 

 

Avoid exposure to rain, snow, ice, salt, or standing water whenever possible. Maintain and 

store in a clean and dry condition. 

Prevent personal injury and equipment damage. Do not connect an extension cord to the 

AC/DC converter or the battery charger. 
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PRE-RIDE SAFETY CHECK 

Get to know the feel of your cart and its capabilities. Tour Fit recommends that you perform a safety check 

before each use to make sure your cart operates smoothly and safely. 

 

Perform the following inspections prior to using your cart: 

✓ Check for proper tire inflation (if equipped with pneumatic tires). 

✓ Check all electrical connections. Make sure they are tight and not corroded. 

✓ Check all harness connections. Make sure they are secured properly. 

✓ Check the brakes. 

✓ Check battery charge. 

✓ Check cart’s frame connection.  

If you discover a problem, contact your authorized Tour Fit Buggy Provider for assistance. 

 

TIRE INFLATION 

If your cart is equipped with pneumatic tires, you should check or have the air pressure checked regularly. 

Proper inflation pressures will prolong the life of your tires and help ensure the smooth operation of your cart. 

WARNING! It is critically important that 20 psi in Summer and 23 psi in Winter tire pressure be 

maintained in pneumatic tires at all times. Do not under-inflate or over-inflate your tires. Low 

pressure may result in loss of control, and overinflated tires may burst. Failure to maintain 23 psi 

tire pressure in pneumatic tires at all times may result in tire and/or wheel failure, causing serious 

personal injury and/or damage to your cart. 

WARNING! Inflate your cart tires from a regulated air source with an available pressure gauge. 

Inflating your tires from an unregulated air source could over-inflate them, resulting in a burst tire 

and/or personal injury. 

WEIGHT LIMITATIONS 

Your cart is rated for a maximum weight capacity. Refer to the specifications table for information. 

WARNING! Exceeding the weight capacity voids your warranty and may result in personal injury 

and damage to your cart. Tour Fit Buggy will not be held responsible for injuries and/or property 

damage resulting from failure to observe weight limitations. 

WARNING! Do not carry passengers on your cart. Carrying passengers may result in personal 

injury and/or property damage. 
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INCLINE INFORMATION 

All the golf course has ramps with specified degrees of inclination, designed for easy and safe access. Some 

ramps may have turning switchbacks (180-degree turns) that require you to have good cornering skills on your 

cart. 

✓ Proceed with extreme caution as you approach the downgrade of a ramp or other incline. 

✓ Take wide swings with your cart around any tight corners. If you do that, the cart’s rear wheels will follow a 

wide arc, not cut the corner short, and not bump into or get hung up on any railing corners. 

✓ When driving down a ramp, keep the cart’s speed slowly to ensure a safely controlled descent. 

✓ Avoid sudden stops and starts. 

When climbing an incline, try to keep your cart moving. If you must stop, start up again slowly, and then 

accelerate cautiously. When driving down an incline, start slowly and driving in the forward direction only. If 

your cart starts to move down the incline faster than you anticipated or desired, allow it to come to a complete 

stop by releasing the throttle control lever. Then push the throttle control lever forward slightly to ensure a 

safely controlled descent. 

WARNING! When climbing an incline, do not zigzag or drive at an angle up the face of the incline. 

Drive your cart straight up the incline. This greatly reduces the possibility of a tip or a fall. Always 

exercise extreme caution when negotiating an incline. 

WARNING! Do not drive your cart across the side of an incline or diagonally up or down an incline; 

do not stop, if possible, while driving up or down an incline. 

WARNING! You should not travel up or down a potentially hazardous incline (i.e., areas covered 

with snow, ice, or wet leaves). 

WARNING! When on any sort of an incline or decline, never place the cart in free-wheel mode 

while seated on it or standing next to it. 

WARNING! Even though your cart is capable of climbing slopes greater than those illustrated in 

P1 do not, under any circumstances, exceed the incline guidelines or any other specifications 

presented in this manual. Doing so could cause instability in your cart, resulting in personal injury 

and/or damage to your cart. 
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All the slops are not subject to government regulation in all countries, and therefore do not necessarily share 

the same standard degree of slope. Other inclines may be natural or, if man-made, not designed specifically for 

carts. P1 illustrates your cart’s stability and its ability to climb grades under various weight loads and under 

controlled testing conditions 

These tests were conducted with the cart’s seat in the highest position and adjusted rearward on the seat base 

to its farthest rearward position. Use this information as a guideline. Your cart’s ability to travel up inclines is 

affected by your weight, your cart’s speed, your angle of approach to the incline, and your cart setup. 

 

 PI. Maximum Recommended Incline Angles 

 WARNING! Any attempt to climb or descend a slope steeper than what is shown in figure 1 may 

put your cart in an unstable position and cause it to tip, resulting in personal injury. 

When you approach an incline, it is best to lean forward. See P2 and P2A. This shifts the center of gravity of you and 

your cart toward the front of the cart for improved stability. 

NOTE: When negotiating ramps, if the throttle control lever is released while moving forward, the powered cart may 

"rollback" approximately 0.3m before the brake engages. If the throttle control lever is released while moving in reverse, 

the powered cart may "rollback" approximately 0.6m before the brake engages. 
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P2. Normal Driving Position   P2A. Increased Stability Driving Position 

CORNERING INFORMATION 

Excessively high cornering speeds can create the possibility of tipping. Factors which affect the possibility of 

tipping include, but are not limited to, cornering speed, steering angle (how sharply you are turning), uneven 

road surfaces, inclined road surfaces, riding from an area of low traction to an area of high traction (such as 

passing from a grassy area to a paved area – especially at high speed while turning), and abrupt directional 

changes. High cornering speeds are not recommended. If you feel that you may tip over in a corner, reduce 

your speed and steering angle (i.e., lessen the sharpness of the turn) to prevent your cart from tipping. 

WARNING! When cornering sharply, reduce your speed. When using your cart at higher speeds, 

do not corner sharply. This greatly reduces the possibility of a tip or fall. To avoid personal injury 

or property damage, always exercise common sense when cornering. 

BRAKING INFORMATION 

Your cart is equipped with these powerful brake systems: 

✓ Regenerative: Uses electricity to rapidly slow the vehicle when the throttle control lever returns to the 

center/ stop position. 

✓ Disc Park Brake (if equipped with disc park Brake): Activates mechanically after regenerative braking 

slows the vehicle to near stop, or when power is removed from the system for any reason. 

DRIVING SURFACES 

Your cart is designed to provide optimum stability under normal driving conditions—dry, level surfaces 

com-posed of concrete, blacktop, or asphalt, also for golf course. However, Tour Fit Buggy recognizes that 

there will be times when you will encounter other surface types. For this reason, your cart is designed to 

perform admirably on packed soil, , and gravel. Feel free to use your cart safely on lawns and in park areas. 

✓ Reduce your cart’s speed when driving on uneven terrain and/or soft surfaces. 

✓ Avoid tall grass that can become tangled in the running gear. 

✓ Avoid loosely packed gravel and sand. 

✓ If you feel unsure about a driving surface, avoid that surface. 

 

PUBLIC STREETS AND ROADWAYS 

WARNING! You should not operate your cart on public streets and roadways. Be aware that it may 

be difficult for traffic to see you when you are seated on your cart. Obey all local pedestrian traffic 

rules. Wait until your path is clear of traffic, and then proceed with extreme caution. 
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STATIONARY OBSTACLES (STEPS, CURBS, ETC.) 

WARNING! Do not drive near raised surfaces, unprotected ledges, and/or drop-offs (curbs, 

porches, stairs, etc.). 

WARNING! Do not attempt to have your cart climb or descend an obstacle that is inordinately high. 

Serious personal injury and/or damage may result. 

WARNING! Do not attempt to have your cart proceed backward down any step, curb, or other 

obstacle. This may cause the cart to tip and cause personal injury. 

WARNING! Be sure your cart is traveling perpendicular to any curb you may be required to 

ascend or descend. See P3 and P3A. 

WARNING! Do not attempt to negotiate a curb that has a height greater than 5cm 

 

 

 

 

P3. Correct Curb Approach                        P3A. Incorrect Curb Approach 

INCLEMENT WEATHER PRECAUTIONS 

Exposure of your cart to inclement weather conditions should be avoided whenever possible. If suddenly 

caught up in rain, snow, severe cold or heat while operating your cart proceed to shelter at the earliest 

opportunity. Thoroughly dry your cart before storing, charging, or operating your cart. 

WARNING! When your cart is in free-wheel mode, the braking system is disengaged. 

⚫ Disengage the drive motors only on a level surface. 

⚫ Ensure the key is removed from the key switch. 

⚫ Stand behind the cart to engage or disengage free-wheel mode. Never sit on a cart to do this. 
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⚫ After you have finished pushing your cart, always return it to the drive mode to lock the 

brakes. 

Failure to heed the above could result in personal injury and/or damage to your cart. 

An added feature built into the cart is “push-too-fast” protection which safeguards the cart against gaining 

excessive speed while in free-wheel mode. 

“Push-too-fast” operates differently depending on which of two conditions exists: 

✓ If the key is removed from the key switch while in free-wheel mode, the cart’s controller activates 

regenerative braking when the cart is pushed faster than a maximum threshold which has been 

preprogrammed. In this case, the controller is acting as a speed governor.  

✓ If the key is inserted into the key switch while in free-wheel mode, you will encounter considerable 

resistance at any speed. This prevents the cart from gaining unwanted momentum should the manual 

free-wheel lever inadvertently be released while driving the cart. 

STAIRS AND ESCALATORS 

Carts are not designed to travel up or down stairs or escalators. 

WARNING! Do not use your cart to negotiate steps or escalators. You may cause injury to yourself 

and to others and/or damage your cart. 

DOORS 

✓ Determine if the door opens toward or away from you. 

✓ Use your hand to turn the knob or push the handle or push-bar. 

✓ Drive your cart gently and slowly forward to push the door open. Or drive your cart gently and 

slowly backwards to pull the door open. 

GET INTO VAN 

The cart is designed to suit for move into a car in separated conditions.  

If you are plan to move your cart into van’s trunk. You need follow the separate operations as this manual book 

required. Any wrong separate may broken the scooter 

Use care ramps to help you move the cart’s slowly into the van’s trunk.   

Use care that pocketbooks, packages, or cart accessories do damage your van’s surface. 

LIFT/ELEVATION PRODUCTS 

If you will be traveling with your cart, you may find it necessary to use a lift/elevation product to aid in 

transportation. Tour Fit Buggy recommends that you closely review the instructions, specifications, and safety 

information set forth by the manufacturer of the lift/elevation product before using that product. 
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BATTERIES 

In addition to following the warnings below, be sure to comply with all other battery handling information. 

WARNING! Cart batteries are heavy (refer to specifications table). Lifting weight beyond your 

capacity could result in personal injury. If necessary, get someone physically able to lift the cart 

batteries for you. 

WARNING! Battery posts, terminals, and related accessories contain lead and lead compounds. 

Wash hands after handling. 

WARNING! Always protect the batteries from freezing and never charge a frozen battery. Charging 

a frozen battery may result in personal injury and/or damage to the battery. 

WARNING! RED (+) cables must be connected to positive (+) battery terminals/posts. BLACK (-) 

cables must be connected to negative (-) battery terminals/posts. Failure to connect your battery 

cables and harnesses in the proper manner may result in personal injury and/ or damage to your 

cart. REPLACE cables immediately if damaged. 

BATTERY DISPOSAL AND RECYCLING 

If you encounter a damaged or cracked battery, immediately enclose it in a plastic bag and call your authorized 

Tour Fit Buggy Provider for instructions on disposal. Your authorized Tour Fit Buggy Provider will also have 

the necessary information on battery recycling, which is our recommended course of action. 

MOTOR VEHICLE TRANSPORT 

Currently, there are no standards approved for tie-down systems in a moving vehicle of any type to transport a 

person while seated in a cart. 

Although your cart may be equipped with a positioning belt, this belt is not designed to provide proper restraint 

during motor vehicle transport. Anyone traveling in a motor vehicle should be properly secured in the motor 

vehicle seat with safety belts fastened securely. 

WARNING! Do not sit on your cart while it is in a moving vehicle. Personal injury and/or property 

damage may result. 

WARNING! Always be sure your cart and its batteries are properly secured when it is being 

transported. Failure to do so may result in personal injury and/or damage to your cart. 

PREVENTING UNINTENDED MOVEMENT 
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WARNING! If you anticipate being seated in a stationary position for an extended period of time, 

turn off the power. This will prevent unexpected motion from inadvertent throttle control lever 

contact. Failure to do so may result in personal injury. 

GETTING ONTO AND OFF OF YOUR CART 

Getting onto and off of your cart requires a good sense of balance. Please observe the following safety tips 

when getting onto and off of your cart: 

✓ Remove the key from the key switch. 

✓ Ensure that your cart is not in free-wheel mode.  

✓ Make certain that the seat is locked into place. 

WARNING! When driving on level ground, position yourself as far back as possible in the cart seat 

to prevent the cart from tipping and causing injury. 

WARNING! Avoid using your armrests for weight bearing purposes. Such use may cause the cart 

to tip and cause personal injury. 

WARNING! Avoid putting all of your weight on the floorboard. Such use may cause the cart to tip 

and cause personal injury. 

REACHING AND BENDING 

Avoid reaching or bending while driving your cart. When reaching, bending, or leaning while seated on your 

cart, it is important to maintain a stable center of gravity and keep the cart from tipping. Tour Fit Buggy 

recommends that the cart user determine his/her personal limitations and practice bending and reaching in the 

presence of an attendant. 

WARNING! Do not bend, lean, or reach for objects if you have to pick them up from the floor by 

reaching down between your knees. Movements such as these may change your center of gravity 

and the weight distribution of the cart and cause your cart to tip, possibly resulting in personal 

injury. Keep your hands away from the tires when driving. 

POSITIONING BELTS 

Your authorized Tour Fit Buggy Provider is responsible for determining your requirement for a positioning belt 

in order to operate your cart safely. 
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WARNING! If you require a positioning belt to safely operate your cart, make sure it is fastened 

securely. Serious personal injury may result if you fall from the cart. 

PRESCRIPTION DRUGS/PHYSICAL LIMITATIONS 

The cart user must exercise care and common sense when operating his/her cart. This includes awareness of safety 

issues when taking prescribed or over-the-counter drugs or when the user has specific physical limitations. 

WARNING! Consult your physician if you are taking prescribed or over-the-counter medication or 

if you have certain physical limitations. Some medications and limitations may impair your ability 

to operate your cart in a safe manner. 

ALCOHOL 

The cart user must exercise care and common sense when operating his/her cart. This includes awareness of 

safety issues while under the influence of alcohol. 

WARNING! Do not operate your cart while you are under the influence of alcohol, as this may 

impair your ability to drive safely.



III. EMI/RFI 

 

  

Golf Cart  DM418               www.tourfitgrips.com                    16 

III. EMI/RFI 

Electromagnetic and Radio Frequency Interference (EMI/RFI) 

WARNING! Laboratory tests have shown that electromagnetic and radio frequency waves can 

have an adverse effect on the performance of electrically-powered mobility vehicles. 

Electromagnetic and Radio Frequency Interference can come from sources such as cellular phones, mobile 

two-way radios (such as walkie-talkies), radio stations, TV stations, amateur radio (HAM) transmitters, wireless 

computer links, microwave signals, paging transmitters, and medium-range mobile transceivers used by 

emergency vehicles. In some cases, these waves can cause unintended movement or damage to the control 

system. Every electrically-powered mobility vehicle has an immunity (or resistance) to EMI. The higher the 

immunity level, the greater the protection against EMI. This product has been tested and has passed at an 

immunity level of 20 V/m. 

PROHIBITED! To prevent unintended movement, turn off the power to the electrically-powered 

mobility vehicle before using a cell phone, two-way radio, lap-top, or any other type of radio 

transmitter. Avoid coming into close proximity of radio or TV stations. 

WARNING! The addition of accessories or components to the electrically-powered mobility 

vehicle can increase the susceptibility of the vehicle to EMI. Do not modify your power chair/cart 

in any way not authorized by Tour Fit Buggy. 

WARNING! The electrically-powered mobility vehicle itself can disturb the performance of other 

electrical devices located nearby, such as alarm systems. 
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IV. SPECIFICATIONS 

GOLF Cart DM418 Structure 

The Photo P5 show your cart DM418 construction  

 

 

V. P5. DM418 STRUCTURE 

1 Thumb Throttle 2 Operation Panel 

3 Battery/Battery Cover 4 Tiller adjust knob 

5 Front cover 6 Front bumper 

7 Wheels  8 Foot mat 

2 

1 

11 

10 

8 

9 

6 7 

3 

5 

4 

12 

13 

14 
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9 Rear cover 10 Golf bag support  

11 Golf bag holder 12 Seat  

 13 Seat forward/Backward lever 14 Seat rotation lever 

  

VI. Note: With the change in quality improvement and design, specification, all the information and pictures 

may differ from the actual vehicle, the company has the right to modify. 

Model DM418 

Battery 55AH*2 (Lead Acid)/ 24V 50AH (Lithium Iron) 

Motor Power 24V 100W/1200W 

Charger 24V 5A/6A 

Front tire 13*6.5-6 Tubeless Tire  

Rear tire 13*6.5-6 Tubeless Tire 

Maximum Climbing  Less than 15° 

Maximum Speed (km/h) 11km/h OR 15km 

Maximum Loading weight 200KG 

Travel Range 40KM(55AH)/45KM(50AH Lithium) 

Overall dimensions 1430*800*1100mm 

Net Weight Without Battery 85 KG 

Net Weight With Battery 118KG(55AH)/95KG (50AH lithium) 

Turning Radius  1.8m 

Ground Clearance 120 mm 

Drive system 24V Sealed Mid Transaxle 

Brake system Electromagnetic brake 

Wheel hub Steel 

Seating  360° Swivel and Position Adjustment  
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V. ASSEMBLE YOUR CART 

Main Structure 

The Photo P4 show your cart DM418 Main parts, your cart can be separated into 7 parts in transportation and 

can be easily assembled together in 5 minutes when you arrived the golf course.    

 

P4. MAIN STRUCTURE 

1 Front Fender cover of tiller  2 Body Front Shell 

3 Tires 4 Hubcap 

5 Rear Axle Motor Brake Assembly 6 Charger 

7 Rear Fender cover 8 Seat 

9 Battery Cover 10 Battery 

11 Back cover of Tiller   

Note: With the change in quality improvement and design, specification, all the information and pictures may 
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differ from the actual vehicle, the company has the right to modify. 

 

Lock And Unlock the Main Frame 

1) Pull up the T style Frame lock (see photo 7), then turn the Frame lock anticlockwise, make sure T style 

frame lock is parallel with main frame, the main frame is in unlock condition, you can allow to adjust the 

length of your cart. 

2) Turn the T style frame lock clockwise, make sure the T style frame lock is cross with main frame, then lift 

up a little of front body and rear body, pull them together, till you heard “click” sound, this means the main 

frame is in lock condition.  

3) Make sure the T style frame lock(spring latch) has locked into the hole in main frame before driving your 

cart.  

4) After you finished adjusting the length of your cart, you need fasten the Frame Safety Screw (hex head 

screw underneath the main frame) see Photo P7.2, to make sure the main frame is locked completely. See 

photo P8.   

 

WARNING!  Check about your frame lock before driving your cart, make sure the Frame 

Lock in lock condition.  

 

P7. T Style Frame Lock 

 

P7. 2 Frame Safety Screw  

Frame Lock 

Frame Safety Screw  
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P8. Lock And Unlock The Main Frame 

 

 

Assemble Tiller  

1) During packing and shipment, the tiller is loosened and put down towards the battery/control box cover.  

2) Twist the adjuster knob and lift the tiller to upright position, then fasten the adjuster knob for secure the 

tiller.  

3) See photo P9.  

 

P9. ASSEMBLE TILLER 

 

Assemble Front   

1) Twist the tiller knob adjuster to loosen tiller, this allows it to be in upright position as in photo P10A.  

  

tiller adjust knob 

Frame in Lock Condition Frame in Unlock Condition 
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P10A. AFTER FRONT TILLER IS LIFTED UP  

 

 

 

 

 

 

 

 

Assemble Your Battery  

Mostly, battery will already be installed in cart when you receive it. Depending on your country, sometimes cart 

and battery need to be packed separately during shipment. In this case, here is how to assemble battery if it’s 

packed separately.   
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1) Check and turn off the key switch  

2) Unlock the latches and open the Battery Cover, put your battery group (lead acid battery) in battery box, 

then connect the leads together to make sure get 24V to Anderson 50A battery plug. 

If your cart come with lithium battery, just connected the battery leads from battery to controller box by 

Anderson 50A power plug, see photo P11 

3) Make sure all the terminals and connectors are connected well. Then you can put the battery/control box 

cover and secure the latches. 

  

P11. BATTERY ASSEMBLED  

Assemble Your Seat 

1) Lift your seat and put the shaft into your seat post, see photo P12 

2) Push and turn your seat lightly on the seat post to lock the seat automatically, See photo P13  

 

 

P12. ASSEMBLED SEAT                       P13. ASSEMBLED SEAT  

Battery Cover 

Postiton lever  

Rotate lever 

Battery 

Control Box 

Battery/Control 

box cover latch 
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VI. YOUR CART 

Golf Cart (DM418) Operation Panel and Handle   

The DM418 operation panel includes most of controls needed to drive your cart, including the forward direction, 

backward direction, battery indicator and horn button. See Photo P14A. And the handle bar included thumb 

throttle (on right handle), and light indicators, horn (on left handle), See Photo 14B 

  

P14A. DM418 Operation Panel                  P14B. DM418 Left HANDEL BAR 

 

 

Backward position 

Forward Position 

Battery Indicator 

/Diagnose code 

Key Switch 

Thumb throttle 

Turn Signal 

High Beam Indicator 

Horn Button 

USB Port 

Hazard Light 

Speed Adjustor 
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Battery Indicator  

When the key is fully inserted into the key switch and turn on, this meter indicates approximate battery strength. 

The battery indicator meter uses a color code to indicate the approximate strength of your batteries. Green 

indicates fully charged batteries, yellow a draining charge, and red indicates that an immediate recharge is 

necessary. To ensure the highest accuracy, the battery condition meter should be checked while operating 

your cart at full speed on a dry, level surface.  

Key Switch 

✓ Insert the key into the key switch and turn it clockwise to power up (turn on) your cart. 

✓ Turn the key counter-clockwise to power down (turn off) your cart. 

Note: Although the key can be left in the key switch when the cart is powered down, we recommend removing it 

to prevent unauthorized use of your cart. 

WARNING! If the key is moved to the “off” position while your cart is in motion, the electronic 

brakes will engage and your cart will come to an abrupt stop! 

Horn Button (DM418) 

The key must be in the “on” position for the horn to be operational. 

✓ This button activates a warning horn. 

✓ Do not hesitate to use the warning horn when doing so may prevent accident or injury. 

Forward/Backward direction (DM418)  

You need select your drive directions before you throttle your DM418. Use the Forward/Backward switch to 

select your DM418 driving directions.  

✓ Select “o” means forward direction  

✓ Select “1” means backward direction.  

Thumb Throttle Control (DM418) 

Your DM418 has a thumb throttle. To operate the thumb throttle on your new DM418, simply press the thumb 

throttle located on the right handlebar towards you in a controlled manner to increase speed and release it to 

slow down or stop, after you have selected the driving direction. 

✓ Please select driving direction before you press the throttle.  

✓ Press the throttle gently to disengage your cart’s brakes and speed up your cart  

✓ When the throttle is completely released, it automatically returns to the centre “stop” position and engages 

your cart’s brakes.  

DM418 Battery & Control box   

Your Control box included Controller, Battery Power plug. Charger Pot which need be used before you drive 
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your cart. See Photo P16 

 

P16. DM418 Battery & Control Box 

REAR SECTION 
✓  

The manual free-wheel lever, anti-tip wheels, and motor/Transaxle assembly are located on the rear section of  

your cart. See Photo P17.  

WARNING! Before placing your cart into or taking it out of 

free-wheel mode, remove the key from the key switch. Never sit 

on a cart when it is in free-wheel mode. Never put a cart in 

free-wheel mode on any incline. 

Manual Freewheel Lever 

Whenever you need or want to push your cart for short distances, you can put it in free-wheel mode. 

The manual free-wheel lever is located at the top right of the rear section. 

Push forward on the manual free-wheel lever to disable the drive system and the brake system. 

Manual Freewheel Lever 
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You may now push your cart.  

Push the manual free-wheel lever backward to re-engage the drive and the brake systems; this takes your cart 

out of free-wheel mod. 

WARNING! When your cart is in free-wheel mode, the braking system is disengaged. 

✓ Disengage the drive motors only on a level surface. 

✓ Ensure the key is removed from the key switch. 

✓ Stand behind the cart to engage or disengage free-wheel mode. Never sit on a cart to do this. 

✓ After you have finished pushing your cart, always return it to the drive mode to lock the 

brakes. 

Failure to heed the above could result in personal injury and/or damage to your cart. 

Anti-Tip Wheels 

The anti-tip wheels are an integral and important safety feature of your cart. Do not, under any circumstances, 

remove the anti-tip wheels from your cart. 

WARNING! Do not remove the anti-tip wheels 

or modify your cart in any way that is not 

authorized by Tour Fit Buggy.  

 

 

Remote Control Port  

The Remote-control port located in rear right side of your cart; you can 

use our remote-control throttle to connected to remote control port 

when you want to load your cart into a car by ramps.  

 

 

 

 

BATTERY PACK (Lithium) 

Anti-tip Wheels 

Remote Control port 
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The cart is equipped with an innovative, easy to remove lithium battery pack. A handle on the top of the battery 

pack makes it easy to lift the pack off of the cart with one hand. The battery pack is 24V 50AH lithium batteries, 

included charger pot and output port with BMP battery system. See Photo P18. 

 

P18. LITHIUM BATTERY PACK 

 

BATTERY PACK (Lead Acid) 

The cart also can be equipped with an two pcs deep cycle maintained free lead acid battery 55AH or 75AH. 

Each of the battery is put in Nylon bag with the battery lead outside to connected to the control box. See Photo 

P19. 

  

P19. LEAD ACID BATTERY PACK 

Charger Power Socket 

The cart’s 3-pin off-board charger cord plugs into this socket. 

Note: lead acid battery charger socket located on the control box and lithium battery charger socket located on 

the battery. See photo P20.         

Battery handle 

Out put pot 

Charger pot 

Battery Lead 

Nylon battery bag 

55AH/75AH 

Lead acid 

battery 
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P20. CHARGER SOCKET LOCATION 

Warning, Mistaken connection of the charger to the socket will result in battery unable to charge, 

you may lose the time for battery charging.   

 

OFF-BOARD BATTERY CHARGER 
✓  

The off-board battery charger, when plugged into the charger power cord receptacle (located on the battery 

pack) and a standard wall outlet, charges the cart’s batteries. See photo P21.  

Warning, The off road charger does not 

have shock protection. Never to throw your 

charger crudely on hard surface or put the 

charger on cart when driving.  

Warning, the lithium battery pack and Lead 

acid battery pack use different off board 

battery charger. Please don’t mixed them 

together and check carefully before you 

charger the battery.  

P21.OFF BOARD BATTERY CHARGER 

Charging Socket 
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VII. BATTERIES AND CHARGING 

Your cart is equipped with two sealed, maintenance free, 12V batteries or 1pcs 24V lithium battery. Fully 

charge the batteries prior to using your cart for the first time. Keeping the batteries fully charged will keep your 

cart running smoothly. 

 Note: To check the battery strength during charging, you must first unplug the charger power cord and turning 

on your cart.  

CHARGING THE BATTERIES 

WARNING! Never use an extension cord to plug in your battery charger. Plug the charger directly 

into a properly wired standard wall outlet. 

WARNING! Removal of the grounding prong can create an electrical hazard. If necessary, properly 

install an approved 3-prong adapter to an electrical outlet having 2-pronged plug access. Failure 

to heed could result in personal injury and/or property damage. 

The cart’s battery pack can be charged on or off the cart. Follow these easy steps to charge your batteries 

safely: 

1) Position your cart close to a standard wall outlet. 

2) Remove the key from the key switch. 

3) Make certain that the manual free-wheel lever is in the drive (backward) position. 

4) Remove the charger power cord receptacle cover from the charger power cord receptacle and plug the 

3-pin off-board charger power cord into the receptacle. 

5) Extend the charger power cord from the off-board battery charger and plug it into the wall outlet. It is 

recommended that you charge your batteries for 8 to 14 hours. 

6) When the batteries are fully charged, unplug the off-board charger power cord from the wall outlet and 

then from the charger power cord receptacle. 

7) Replace the charger power cord receptacle cover. 

NOTE: There is a charger inhibit function on your cart. The cart will not run and the battery condition meter will 

not operate if the charger power cord is not disconnected from the battery pack. 
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FREQUENTLY ASKED QUESTIONS (FAQS) 

 

How does the charger work? 

When your cart’s battery voltage is low, the charger works harder, sending more electrical current to the 

batteries to bring up their charge. As the voltage approaches full charge, the charger sends less and less 

electrical current to the batteries. When the batteries are fully charged, the current sent by the charger is at 

nearly zero amperage. Therefore, when the charger is plugged in, it maintains the charge on your cart’s 

batteries, but does not overcharge them. We do not recommend that you charge your cart’s batteries for more 

than 24 consecutive hours. 

 

What if my cart’s batteries won’t charge? 

Ensure that both ends of the charger power cord are inserted fully. 

 

How often must I charge the batteries? 

Two major factors must be considered when deciding how often to charge your cart’s batteries: 

✓ All day cart use on a daily basis. 

✓ Infrequent or sporadic cart use. 

With these considerations in mind, you can determine how often and for how long you should charge your 

cart’s batteries. We designed the off-board charger so that it will not overcharge your cart’s batteries. However, 

you may encounter some problems if you do not charge your batteries often enough and if you do not charge 

them on a regular basis. Following the guidelines below will provide safe and reliable battery operation and 

charging. 

If you use your cart daily, charge its batteries as soon as you finish using it for the day. Your cart will be ready 

each morning to give you a full day of service. We recommend that you charge your cart’s batteries for 8 to 14 

hours after daily use. 

✓ If you use your cart once a week or less, charge its batteries at least once a week for 12 to 14 hours at a 

time. 

✓ Keep your cart’s batteries fully charged. 

✓ Avoid deeply discharging your cart’s batteries. 

✓ Do not charge your cart’s batteries for more than 24 consecutive hours. 

 

How can I get maximum range or distance per charge? 

Rarely will you have ideal driving conditions—smooth, flat, hard driving surfaces with no wind or curves. Often 

you will face hills, sidewalk cracks, uneven and loosely packed surfaces, curves, and wind, all of which affect 
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the distance or running time per battery charge. Below are a few suggestions for obtaining the maximum range 

per battery charge. 

✓ Fully charge your cart’s batteries prior to use. 

✓ Plan your route to avoid as many hills, cracked, broken, or soft surfaces as possible. 

✓ Limit your baggage weight to essential items. 

✓ Try to maintain an even speed while your cart is in motion. 

✓ Avoid stop-and-go driving. 

 

What about public transportation? 

If you intend to use public transportation with your cart, you must contact the transportation provider in advance 

to determine their specific requirements. 

 

What type and size battery should I use? 

Your cart comes equipped with two deep-cycle batteries that are sealed and maintenance free. Both AGM and 

Gel-Cell are deep-cycle batteries that are similar in performance. Do not use wet-cell batteries, which have 

removable caps. 

WARNING! Corrosive chemicals are contained in batteries. Use only AGM or Gel-Cell batteries to 

reduce the risk of leakage or explosive conditions. 

Why do my new batteries seem weak? 

Deep-cycle batteries employ a different chemical technology than that used in car batteries, nickel-cadmium 

batteries (nicads), or in other common battery types. Deep-cycle batteries are specifically designed to provide 

power, drain down their charge, and then accept a relatively quick recharge. 

We work closely with our battery manufacturer to provide batteries that best suit your cart’s specific electrical 

demands. Fresh batteries arrive daily and are shipped fully charged to our customers. During shipping, the 

batteries may encounter temperature extremes that may influence their initial performance. Heat diminishes 

the charge on the battery; cold slows the available power and extends the time needed to recharge the battery. 

WARNING! If your cart’s batteries become frozen, do not attempt to charge them. Cold or frozen 

batteries should be allowed to warm up for several days prior to recharging. 

It may take a few days for the temperature of your cart’s batteries to stabilize and adjust to their new room or 

ambient temperature. 
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It takes a few charging cycles (partial draining followed by full recharging) to establish the critical chemical 

balance that is essential to a deep-cycle battery’s peak performance and long life. Follow these steps to 

properly break-in your cart’s new batteries for maximum efficiency and service life. 

1) Fully recharge any new battery prior to its initial use. This charging cycle brings the battery up to about 

88% of its peak performance level. 

2) Operate your new cart in familiar and safe areas. Drive slowly at first, and do not travel too far from your 

home or familiar surroundings until you have become accustomed to your cart’s controls. 

3) Fully recharge the batteries. They should be at over 90% of their peak performance level. 

4) Operate your cart again. 

5) Fully recharge the batteries again. 

6) After four or five charging cycles, the batteries are able to receive a charge of 100% of their peak 

performance level and are able to last for an extended period of time. 

 

How can I ensure maximum battery life? 

Fully charged deep-cycle batteries provide reliable performance and extended battery life. Keep your cart’s 

batteries fully charged whenever possible. Batteries that are regularly and deeply discharged, infrequently 

charged, or stored without a full charge may be permanently damaged, causing unreliable performance and 

limited-service life. 

REPLACING YOUR CART’S BATTERIES 

WARNING! Battery posts, terminals, and related accessories contain lead and lead compounds. 

Wash hands after handling. 

Battery Removal 

1) Remove the battery pack from the cart by grasping the battery pack handle and lifting up. 

2) Turn the pack upside down. 

3) Remove all screws that hold the battery pack halves together. 

4) Flip the battery pack back over so the handle is up and remove the lid. 

5) Remove the red (+) positive and black (-) negative battery leads from the battery by pulling them straight 

away from the battery terminal. 

6) Remove the battery or batteries to be replaced. 

Battery Replacement 

1) Put the new battery or batteries back into the battery pack (battery terminals up). 
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2) Reconnect the two (2) battery leads to the battery terminals. Red lead to (+) positive terminal. Black lead 

to (-) negative terminal. 

3) Replace the lid and carefully flip the battery pack over so the handle is down. 

4) Replace and tighten all the screws that hold the battery pack together. 

5) Reinstall the battery pack back onto the cart. 

BATTERY DISPOSAL AND RECYCLING 

If you encounter a damaged or cracked battery, immediately enclose it in a plastic bag and call your authorized 

Tour Fit Buggy Provider for instructions on disposal. Your authorized Tour Fit Buggy Provider will also have the 

necessary information on battery recycling, which is our recommended course of action.
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VIII. OPERATION 

BEFORE GETTING ON YOUR CART 

✓ Have you fully charged the batteries? See VII. “Batteries and Charging.” 

✓ Is the manual free-wheel lever in the drive (backward) position? Never leave the manual free-wheel lever 

disengaged, unless you are manually pushing your cart. See photo P22. 

 

P22. DRIVE POSTION AND FREE WHEEL POSTION 

 

GETTING ONTO YOUR CART 

WARNING! Never attempt to board or exit your cart without first removing the key from the key 

switch. This will prevent the cart from moving if accidental throttle control lever contact is made. 

1) Make certain that the key is removed from the key switch. 

2) Make certain that the seat is locked securely in position. 

3) Position yourself comfortably and securely in the seat and rotate the seat forward. 

4) Make certain that your feet are safely on the floorboard. 

PRE-RIDE ADJUSTMENTS AND CHECKS 

✓ Are you positioned comfortably in the seat? 

✓ Is the seat at the proper height? 

Free wheel lever 
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✓ Is the seat securely in place? 

✓ Is the tiller at a comfortable setting and locked securely in place? See IX. “BASIC ADJUSTING.” 

✓ Is the key in the “on” position? See V. “Your Cart.” 

✓ Does the cart’s horn work properly? 

✓ Is your proposed path clear of people, pets, and obstacles? 

✓ Have you planned your route to avoid adverse terrain and as many inclines as possible? 

 

 

OPERATING YOUR CART 

WARNING! The following can adversely affect steering and stability while operating your cart: 

✓ Carrying passengers (including pets). 

✓ Hanging any article from the tiller. 

✓ Towing or being pushed by another motorized vehicle. 

Such practices could cause loss of control and/or tipping, resulting in personal injury and/ or 

damage to your cart. 

Keep both hands on the steering handle and your feet on the floorboard at all times while operating your cart. 

This driving position gives you the most control over your vehicle. 

✓ Press your thumb throttle against the directions which you wanted. 

✓ The electromechanical disc park brake automatically disengages and the cart accelerates smoothly to the 

speed you.  

✓ Pull on the left handgrip to steer your cart to the left. 

✓ Pull on the right handgrip to steer your cart to the right. 

✓ Move the tiller wheel to the center position to drive straight ahead. 

✓ Release the throttle control to decelerate and come to a complete stop. 

✓ The electromechanical disc park brake automatically engages when your cart comes to a stop. 
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NOTE: Your cart’s reverse speed is slower than that of the forward speed you preset with the speed 

adjustment dial. 

GETTING OFF OF YOUR CART 

1) Bring your cart to a complete stop. 

2) Remove the key from the key switch. 

3) Rotate the seat to either side of the cart and carefully and safely get out of the seat. 
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IX. BASIC ADJUSTING 

TILLER ANGLE ADJUSTMENT 

WARNING! Remove the key from the key switch before adjusting the tiller or the seat. Never 

attempt to adjust the tiller or the seat while the cart is in motion. 

Your cart is equipped with an adjustable pivoting tiller that you can position to maximize your ergonomic 

comfort.  

1) Turn the tiller adjustment knob counterclockwise to loosen the tiller. See Photo P23.  

2) Move the tiller to a comfortable position. 

3) Turn the tiller adjustment knob clockwise to secure the tiller in 

position. 

NOTE: In order to lower the tiller to the cart deck, you must first 

remove the seat. 

 

 

Seat Position Adjust                                                P23. Tiller Knob Adjuster 

1) Pull your seat potion lever upwards.  

2) Slide your seat forward or backward to your wanted position. See photo P24.  

3) Release seat potion lever and let the lever lock into the corresponding notch.   

 

 

 

P24. SEAT POSITION ADJUST 

 

Position lever  Rotate lever 

Tiller knob adjustor 
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Seat Rotating  

1)  Pull your seat rotate lever forward, rotate your seat to left side of right side. 

2) Release the rotate lever and let the lever lock into the corresponding notch. See photo P25A and P25B. 

Note: The seat will lock in every 45̊ position automatically. 

 

        

P25A. 360 DEGREE ROTATE                P25B. 360 DEGREE ROTATE 

 

Seat height adjustment 

1) Remove the seat, and screw out the adjustment bolt, see photo P26.  

2) Raise or lower the upper seat post to the desired height and match the locating holes. 

3) Reinstall the nut onto the adjustment bolt and tighten. 

 

 

P26. SEAT HIGHT ADJUSTMENT

Upper seat post 

Locating Hole 
Lower seat post 
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X. BASIS TROUBLESHOOTING 

Any electromechanical device requires occasional troubleshooting. However, most problems that arise can 

usually be solved with a bit of thought and common sense. Many of these problems occur because the 

batteries are not fully charged or because the batteries are worn down and can no longer hold a charge. 

DIAGNOSTIC BEEP CODES 

The diagnostic beep codes for your cart are designed to help you perform basic troubleshooting quickly and 

easily. A diagnostic beep code will sound in the event one of the conditions listed below develops. 

NOTE: Your cart will not run unless the beep code condition is resolved and the cart has been turned off, then 

turned back on. 

DM418 Trouble Shooting 

1, Solve the problem when the scooter with beep code sound or battery indicator 

flashing 

Beep code/Battery Indicator     Reasons Possible problem 

Battery 

indicator 

is off 

 

No power to 

controller 

1, Key switch is broken. 

2, Cable or connector is disconnected. 

3, Battery indicator is broken. 

Battery 

indicator 

is on 

 Scooter is Normal  

1  low battery 

1, Battery cable hasn’t connected well 

2, Charge battery 

2  

There is a bad 

connection to the 

motor 

1, Motor is dis-connected with Controller 

2, Motor is broken 

3  

Motor has a short 

circuit to a battery 

connection 

1, Motor broken 

2, Contact your agent 
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4  
Scooter is pushing in 

free wheel condition 

1, Check the position of the free wheel lever 

2, Contact your agent 

5  Not used  

6  
Inhibited from driving. 

Inhibit 2 is active 

1, Your scooter is charging 

2, Disconnected your charger from your scoter 

7 

 

Throttle fault  

1, Make sure the throttle is in rest position before 

switching on your scooter. 

2.Check connection cable of your throttle. 

3, Check connection cable of your speed adjuster. 

4, Contact your agent. 

8  Controller fault 

1, Make sure that all connections are secure. 

2, Contact your agent. 

9  
Parking brakes have 

a bad connection 

1, Electric brake in free wheel location 

2, Bad Connection between electric brake and controller.  

10  
Excessive voltage to 

the controller.   

1, Check the battery connections. 

2, Contact your agent. 

Remark：After trouble solved ，Need turn off and turn on key switch again. 

 

2, No diagnose Problem solve according following table 

SN Problem Possible reason Solve way 

1 
High speed lower 

than before 

1,Low battery; 

2,Gear box problem; 

1,Charge battery full; 

2,Change Gearbox; 

2 No beep 

diagnose, motor 

1,Motor disconnected to 

controller； 

1,Check connector and cable from motor to 

controller; 
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not work after 

throttled， 

2,Motor broken; 2,Change motor; 

3 

Travel Distance 

got shorter after 

full charged. 

1,Low tire air pressure; 

2,Battery haven't been full 

charged or charger broken; 

3,Driving in low temperature; 

4,Battery is old or broken; 

5,Gearbox problem; 

1,Inflate your tire; 

2,Charge your battery or exchange battery 

charger; 

3,Try to avoid; 

4,Change new battery; 

5,Change gearbox; 

4 
Battery can not 

charged 

1,Charge pot is disconnected or 

broken; 

2,Charge pot is disconnected 

with BMS(lithium battery); 

3,Battery is broken; 

4,Charger is broken; 

1,Check charge pot or exchange charge pot; 

2,Contact your agent; 

3,Change New battery; 

4,Change New charger; 

5 

Scooter stopped 

when driving, 

after switching 

on, it can drive 

again 

1,Cable or connector 

disconnected of your scooter; 

2,Controller broken; 

1,Check cable and connectors if any loosen 

connection; 

2,Change controller; 

6 

Scooter only can 

forward driving or 

only can 

backward 

driving. 

1,Forward/Reverse Switch or 

cable is broken; 

2,Cable or connectors is broken; 

3,Controller is broken; 

1,Check cable's or Forward/Reverse Switch or 

change the switch; 

2,Check cables and connectors, exchange 

key switch; 

3,Change controller; 

7 Other Problem 
Other problem haven't listed in 

this manual 

Contact your local agent for helping.  

Remark：After trouble solved ，Need turn off and turn on key switch again. 

 

FAQ 

What if the motor runs but my cart does not move? 



X. BASIS TROUBLE SHOOTING 

 

  

Golf Cart  DM418               www.tourfitgrips.com                    43 

✓ Your cart was probably left in free-wheel mode. 

✓ When the manual free-wheel lever is pushed forward, the brakes are disengaged and all power to the 

motor/ transaxle is cut. 

✓ Pull the manual free-wheel lever backward to restore normal operation to your cart. 

What if the battery condition meter dips way down and the motor surges or hesitates when I press the 

throttle control lever? 

✓ Fully charge your cart’s batteries. See VI. “Batteries and Charging.” 

✓ Have your authorized Tour Fit Buggy Provider load test each battery. 

What if all the systems on my cart seem to be “dead”? 

✓ Make certain that the key is in the “on” position. 

✓ Check that the batteries are fully charged. See VI. “Batteries and Charging.” 

✓ Make certain the battery pack is seated properly/battery cable is connected correctly. 

✓ Push in the main circuit breakers reset button. See V. “Your Cart.” 

✓ Make certain the front-to-rear harness is firmly connected. 

✓ Be sure the power down timer feature hasn’t been activated. See below. 

POWER DOWN TIMER FEATURE 

Your cart is equipped with an energy saving automatic power down timer feature designed to preserve your 

cart’s battery life. If you mistakenly leave the key in the “on” on position but do not use your cart for 

approximately 20 minutes, the cart’s controller shuts down automatically. 

If the power down timer feature takes effect, perform the following steps to resume normal operation. 

1) Remove the key from the key switch. 

2) Insert the key back into the key switch. 

If you experience any problems with your cart that you are not able to solve, contact your authorized Tour Fit 

Buggy Provider for information on maintenance and service.
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XI. DAILY MAINTENANCE 

There are some maintenance procedures that can be performed by the user, if he/she is able. These 

procedures include equipment inspection, cleaning, and servicing of the Mobility Cart. All other maintenance 

and repair must be performed by a provider with a trained and certified technician. 

Warning: Please follow the procedures and precautions in this manual carefully. Failure to adhere 

to these instructions can result in equipment damage or personal injury. 

Warning: During all work on the Mobility Cart and electrical system, make sure the circuit breaker 

is disconnected (disconnect at least one battery connector). 

INSPECTION 

Inspect the Mobility Cart on a regular basis, see the Maintenance Chart for periodic inspection criteria. Regular 

inspection can spot problems before they can cause breakdown or other dangerous issues. 

Warning: Use only parts and accessories authorized by Tour Fit Buggy. Unapproved tires, 

batteries, and other equipment could make your Cart unstable or dangerous. Such use may also 

void the warranty on the Cart. 

SEAT AND FRAME 

✓ Inspect the seat, armrests, cushions, lap belt, and footplate.  

✓ Inspect the lap belt carefully - it is there for your safety. Make sure it is not fraying or damaged and that it is 

attached securely to the Mobility Cart frame.  

✓ Inspect the buckle and make sure it locks securely.  

✓ Inspect the seat cushions for wear and replace them if necessary. Make sure that the seat is fastened 

securely to the frame. Look for missing fasteners or sharp edges on any seat hardware.  

✓ Check the footplate assembly and make sure there are no broken or missing parts.  

✓ Make sure that your footplate is adjusted properly according to your requirements. 

TIRE CONDITION AND TREAD WEAR 

✓ Regularly inspect your cart’s tires for signs of wear. 

✓ Use a rubber conditioner on your cart’s tire sidewalls to help to preserve them. 
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WARNING! Do not apply rubber conditioner on tire tread; this may cause the tires to become 

dangerously slippery. 

EXTERIOR SURFACES 

✓ Bumpers and trim benefit from an occasional application of rubber or vinyl conditioner. 

WARNING! Do not apply a rubber or vinyl conditioner on a cart’s vinyl seat or floorboard mats; 

they will become dangerously slippery. 

✓ The cart shroud is made from durable ABS plastic and coated with an advanced formula urethane paint. 

✓ A light application of car wax will help the shroud retain its high gloss. 

WIRING HARNESS 

✓ Regularly check the front-to-rear harness insulation for wear or damage. 

✓ Have your authorized Tour Fit Buggy Provider repair or replace any damaged connector, connection, or 

insulation that you find before using your cart again. 

AXLE BEARINGS AND THE MOTOR/TRANSAXLE ASSEMBLY These items are all relubricated, 

sealed, and require no subsequent lubrication. 

OPERATION PANEL, CHARGER, AND ELECTRONICS 

✓ Keep these areas free of moisture. 

✓ If any of these items do become exposed to moisture, let them dry thoroughly before operating your cart 

again. 

STORAGE 

If you plan on not using your cart for an extended period of time, it is best to: 

Fully charge its batteries prior to storage. 

Remove the battery pack/battery cable. 

Store your cart in a warm, dry environment. 

Avoid storing your cart where it will be exposed to temperature extremes. 

WARNING! Always protect batteries from freezing temperatures and never charge a frozen battery. 

This damages the battery and can cause personal injury. 

For prolonged storage, you may wish to place several boards under the frame of your cart to raise the cart off 

of the ground. This takes the weight off the tires and reduces the possibility of flat spots developing on the 
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areas of the tires contacting the ground. 

CHECK DAILY WEEKLY MONTHLY QUARTERLY ANNUALLY 

Check Batteries 
✓     

Check Tires for Proper Tread  
✓    

Check plugs and connectors for proper 

connections 

 

✓ 
   

Check all moving parts for wear   
✓   

Inspect all nuts, bolts and fasteners for 

looseness or wear 

   

✓ 
 

Inspect upholstery for wear    
✓  

Make sure Drive Lockout operates properly    
✓  

Service by authorized Dailymoving provider    
✓  
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XII. WARRANTY 

For Two (2) years from the date of purchase, the manufacturer will repair or replace at their option to the 

original purchaser, free of charge, any part or electronic component found upon examination by an authorized 

dealer to be defective in material and/or workmanship.  

TWO-YEAR LIMITED WARRANTY 

✓ Main frame  

✓ Seat post  

✓ Tiller frame  

ONE-YEAR LIMITED WARRANTY  

✓ Motor  

✓ Gearbox  

✓ Electronic Controllers  

✓ Charger  

✓ Harnesses  

✓ Batteries (lithium battery, lead acid battery warranty is 8 months or 200 cycles)  

WARRANTY EXCLUSIONS  

This warranty does not extend to those items which may require replacement due to normal wear and tear  

✓ ABS plastic shrouds and footrest cover (wear item and not warranted)  

✓ Bearing,  

✓ Motor brushes  

✓ Upholstery and seating  

✓ Brake Pads  

✓ Tires and tubes  

✓ Fuses/Bulbs  

✓ Circumstances beyond the control of Tour Fit Buggy.  

EXCLUSIONS also include components with damage caused by:  

✓ Contamination  

✓ Abuse, misuse, accident, or negligence  
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✓ Improper operation, maintenance, or storage  

✓ Repairs and Modifications made to any part of the cart without specific and prior consent from Tour Fit 

Buggy.  

✓ labor, service calls, shipping, and other charges incurred for repair of the products.  

NOTE: Gradual deterioration in performance because the battery has been left in a discharged state, left in 

cold conditions for an extended period of time, or worn out through heavy use is not covered.  

WARRANTY SERVICE  

Warranty service must be performed by an authorized Tour Fit Buggy dealer. Please contact your authorized 

Tour Fit Buggy dealer for more information.  
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NOTES 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Tour Fit Single Seat Buggy 

www.tourfitgrips.com  

Tour Fit Single Seat Buggy! 

 

*INFOMATION DM418* 

SINGLE SEAT BUGGY-UM-20-01 

 


